
Datasheet

Guide- and anchor brackets For akatherm hdPe 40-315 mm

Article numbers: 70 xx 10 (m10)
 70 xx 78 (½”)
 70 xx 80 (1”)

two screw bracket: steel

Guide and anchor bracket: Galvanised (electrolytic)

anti-loss ring: No Ce marking applies to Pe brackets*

* Brackets and fixing systems for plastic pipe system are not covered by harmonised european standards

** Maximum vertical load on bracket

screw thread specification:

M10 Class 6h according to NeN-IsO-4759-1:2001

½” and 1” NeN-IsO 228-1 (unclassified)
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d1

(mm)
Art. nr. a

(mm)
b

(mm)
s

(mm)
r Weight

(kg)
FA**
(n)

40 70 04 10 93 30 3 M10 0,16 3180

50 70 05 10 104 30 3 M10 0,17 3180

56 70 56 10 113 30 3 M10 0,19 3180

63 70 06 10 113 30 3 M10 0,21 3180

75 70 07 10 126 30 3 M10 0,24 3180

90 70 09 10 143 30 3 M10 0,28 3180

110 70 11 10 161 30 3 M10 0,33 3180

125 70 12 10 178 30 3 M10 0,33 3180

160 70 16 10 215 30 3 M10 0,40 3180

d1

(mm)
Art. nr. a

(mm)
b

(mm)
s

(mm)
r Weight

(kg)
FA**
(n)

40 70 04 78 93 30 3 ½” 0,18 3180

50 70 05 78 104 30 3 ½” 0,20 3180

56 70 56 78 113 30 3 ½” 0,21 3180

63 70 06 78 113 30 3 ½” 0,23 3180

75 70 07 78 126 30 3 ½” 0,26 3180

90 70 09 78 143 30 3 ½” 0,33 3180

110 70 11 78 161 30 3 ½” 0,32 3180

125 70 12 78 178 30 3 ½” 0,36 3180

160 70 16 78 215 30 3 ½” 0,44 3180

200 70 20 80 283 40 4 1” 1,04 5450

250 70 25 80 333 40 4 1” 1,21 5450

315 70 31 80 398 40 4 1” 1,47 5450


